SHEET TOTAL
NO. SHEETS

STATE PROJECT NUMBER

. 26'-0" PRECAST DECK PANEL . N GA. | NHS-M002-00 (136) CT I| 40 | 5

, | PAINTING NOTES :
M CHEXIBIPNG MATCH_EXISITNG Va"R. . CLEAN AND PAINT THE BRIDGE STRUCTURAL STEEL IN ACCORDANCE WITH SECTION
TOP OF DECK | 535 OF THE GEORGIA STANDARD SPECIFICATIONS, PAINTING STRUCTURES. SYSTEM
| | VI PAINT SHALL BE USED ON ALL EXPOSED SUPERSTRUCTURE STEEL.
ﬁ'l==—ﬂ m‘lm’-m ﬁ i B :
. = LB . ————— 3 e X VE 2. THE STRUCTURE IS 216 FT.LONG_WITH AN ESTIMATED AREA OF STEEL TO BE
| =olVE PAINTED OF 55,000 SF. PRIOR TO BIDDING, IT IS THE RESPONSIBILITY OF THE
% SEAL AS PER GEORGIA DOT CONTRACTOR TO MEASURE AND VERIFY THE AREA OF STEEL TO BE PAINTED.
~ 'SPECIFICATIONS SECTION 449.2.D.
' SEAL SHALL BE 2"(H)BY I 3. THE EXISTING PAINT ON THE BRIDGE STRUCTURAL STEEL IS A LEAD-BASED PAINT
=t - S S ' —t R WIDE PRIOR TO INSTALLATION. SYSTEM.
¢ BEAM 8— «—G BEAM 9 <—G BEAM [0 «<—¢ BEAM II «<—G BEAM 12 <—G BEAM 14 i, I O AN 4, AFTER THE PAINTING IS COMPLETED, STENCIL THE SERIAL NUMBER (089-0076-0)
¢ BEAM I3—» SOT SPECEICATIONS. HOLD N PLACE OF THE BRIDGE ON THE INSIDE FACE OF THE WEB OF THE FAR RIGHT BEAM NEAR
. | WITH 104 GALV. NALS BOTH THE FIRST AND THE LAST BENT (BOTH ENDS OF BRIDGE). USE A 5° HIGH
34 L 6'-6" e 6'-6" e 68" e 6'-6" e 30" | y . | NUMBER STENCIL AND BLACK PERMANENT PAINT. COSTS ASSOCIATED WITH THIS
N ; | . APPROACH SLAB JOINT DETAILS WORK, INCLUDING MATERIALS AND LABOR, ARE TO BE INCLUDED IN THE OVERALL
(BENTS |& 5)
SECTION - PRECAST DECK PANEL | | 5. PROTECT ALL EXISTING UTILITIES FROM DAMAGE CAUSED BY THE BLAST CLEANING,
(LEFT BRIDGE LOOKING AHEAD) | PAINT OVERSPRAY, OR ANY OTHER RELATED OPERATIONS. REPAIR ANY DAMAGE AT NO

ADDITIONAL EXPENSE TO THE DEPARTMENT.

 n o = : | 6. NO MODIFICATIONS OF THE STRUCTURAL STEEL IS ALLOWED, INCLUDING BUT NOT
« 350 F’RE_CAST DECK PANEL | - : LIMITED TO PUNCTURING, CUTTING, WELDING, OR OTHER OPERATIONS WHICH MODIFY
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THE STRUCTURAL INTEGRITY OF THE BRIDGE. REPAIR ANY DAMAGES TO THE
j | STRUCTURAL STEEL CAUSED BY THE BLAST CLEANING OR ANY OTHER RELATED
MATCH EXISITNG o MATCH EXISITNG OPERATIONS, AT NO CHARGE TO THE DEPARTMENT. ALL REPAIRS ARE TO BE
(_ TOP OF DECK | | | TOP OF DECK—\ APPROVED BY THE ENGINEER.
| I ———————————r B Ee—————————— - 7. ALL CONCRETE AND JOINT WORK SHALL BE COMPLETED PRIOR TO BEGINNING
£ +_H h . H = ——'| | 3 PAINTING WORK.
- . - . . 1 BETWEEN SECTIONS DIM. * A*
¢ BEAM 19— < ¢ BEAM 20 < ¢ BEAM 2l <G BEAM 22 <—¢ BEAM 23 < ¢ BEAM 24 "t BEAM 26 TOP OF BACK- STEEL RETAINER JOINT _OPENING
| ¢ BEAM 25 -» WALL HEADER
4! 0” 'rl 0” "(I O” 7! 0” Tl 0" 7!‘ Oll 4! OH -\ [TOP OF DECK
- - - - - - - RN TEMP °F | DIM.* A* (N)
Le »le o > e e T >l %" DIA. X 8" CONC. ANCHOR STUD T
@ '-0* 0.C. (STAGGERED WITH BENT N 0 2.74
SECTION - PRECAST DECK PANEL STUD @ 6°0.C.) START SPACING OF | 0 2.62
‘ IST STRAIGHT STUD 3° FROM MITER LINE 20 549
(RIGHT BRIDGE LOOKING AHEAD) [ N
=7 30 2.37
- 45°-00'\ /7 L 40 2.25
«— ¢ BEARING s | - DECK PANEL 50 2.12
| . DISTRIBUTION BAR
: «— @ BEAM 7 OR 8 e 60 200
: P 54* DIA. X 8" BENT CONC. 70 .88
- B N o~ ANCHOR STUD e I’-0° O.C. NEOPRENE 80 W5
» 16 - o < » SEAL 30 | .63
100 .51
|/ £ . 4" { 110 .38
Q¢ 2"5 : B, Al - -26
© s EXPANSION Da—— '[_p[_ l/o*%4"%6* LONG SECTION X-X 120 .2
/ ANCHOR ——— e
—=====Z | I‘_' M\ | ._'_I PL /2 X 6" LONG
. : : 77 7 7 (CUT "TO FIT)
I £ i / '
b | i
- ! !
¢ BEAM i ] /
_—\ — I’ L i — S e N R
/ N
i ?b E / ; PL 1/»*x6"x6" LONG
| i ;’
B.F.P.R. | R .
/ : f ‘o’:z "’:"’:’.o ::0:’0’0:.0:' ".o. * : |
: — ||
2 REPROFILE BRIDGE SEAT ||
7 4 | i WITH EPOXY MORTAR n
3"CL. MIN. i ||
1 ==
BRIDGE NO. 4
SECTION Z-Z JJB. TRIMBLE, INC.
6445 Powers Ferry Rd.
PLAN ,‘ Atlanta GA 30339
Z-CLIP DETAIL (770) 952-1022
(BEAM 7 & 8 - BENT 5) . " GEORGIA -
BEARING REPAIR NOTES: = DEPARTMENT OF TRANSPORTATION
l. BEARING REPAIR WORK SHALL BE COMPLETED PRIOR TO COMPLETING DECK 5 OPERATIONS DIVISION-OEFICE OF MAINTENANCE
REPLACEMENT AND EDGE BEAM WORK. |
2 WSTALL JHOSRG SISTEM, 10 FENOYE, 1010 TR BEATHOS, BT SHDSSS, 1 DISTRICT 7 BRIDGE REPAIR (DECK REHABLITATION)
REMOVE BEARINGS. ] 0 I-285 OVER S.R. 13 (BUFORD HIGHWAY)
3. REMOVE EXISTING STEEL BEARINGS. CUT EXISTING ANCHOR BOLTS FLUSH WITH = MISCELLANEOUS DETAILS
BRIDGE SEAT. REPROFILE BRIDGE SEAT USING EPOXY MORTAR. > DEKALE COUNTY NHS—MO0O2-00 (136)
4. RESET EXISTING BEARINGS. | =
5. INSTALL Z-CLIPS AS SHOWN. SCALE: NO SCALE U.N.O. APRIL 2004
: BRIDGE SHEET >~ pesiNeD PJC checkep  GLE revewen  EHG
8 OF § m orawN_ ITD pesicn crour - MAINTENANCE aprrover  STH

C:\DGN\ 313029\ 136\ BRA\ 136B4AMD.DGN H-17-03 ITD

...\i3bbdmd dgn 673073004 1 44: 10 PM



